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1. PART OR DRAWING NO. (CAGE) NOMENCLATURE 2.CAGE 3. SPINO.
31A925XLW (20038) BATTERY, STORAGE 19207 . AK15825710
4. NATIONAL STOCK NO. 5. DATE 6. REVISION
6140-01-582-5710 5/31/2012
7.QUP 8.1CQ 9. UNIT PACK WT (LB.) 10. UNIT PACK CU (cu. FT.) 11. UNIT PACK SIZE (INCHES)
1 EACH NONE 84.9 0.994 156 X9.1 X12.1
12. MILITARY PRESERVATION (METHOD) 18. 19. 20.
STEPS | REQD DESCRIPTION
MIL-STD-2073-1D, METHOD 10 1-B AR CAPS/PLUGS: NAS-847
13. CLEANING 2-C 1 WRAP: MIL-PRF-121 SIZE: 38 X 26
MIL-STD-2073-1D 3-D 8 CUSHIONING: ASTM-D4727, TY CF, CL WR,
14. DRYING GR V3¢, VR DW, SIZE: 13-1/4 X 2-3/4
MIL-STD-2073-1D 4-E 1 CONTAINER: ASTM-D6251, TY Ill, CL 2, ST I,
MODIFIED, SIZE: 13-1/4 X 6-3/4 X 9-3/4
15. PACKING
a. LEVEL A
MIL-STD-2073-1D AND NOTE F
b. LEVEL B
NOT APPLICABLE
16. MARKING

MIL-STD-129 AND NOTE G

17. NOTES / DRAWING

A. INSPECT THE PRESERVATION AND UNIT PACK IN ACCORDANCE WITH MIL-STD-2073-1. INSPECT
THE PACKING IN ACCORDANCE WITH MIL-STD-1186 AND THE APPLICABLE CONTAINER
SPECIFICATION.

PLACE CAPS OVER TERMINALS OF BATTERY TO PREVENT SHORT CIRCUIT.

WRAP BATTERY ENTIRELY WITH PAPER, SECURE WITH TAPE ASTM-D6123.

SECURE CORRUGATED PADS TOGETHER USING TAPE OR GLUE (2 BUNDLES CONTAINING 4 PADS).
CONTAINER MODIFIED TO INCLUDE 2 X 4 SKIDS PLACED IN ACCORDANCE WITH ASTM-D6251.
CLOSE CONTAINER IN ACCORDANCE WITH ASTM-D6251.

THE UNIT CONTAINER IS THE SHIPPING CONTAINER.

MARKING SHALL BE IN ACCORDANCE WITH MIL-STD-129, AFMAN , AFMAN 24-204_IP, CODE OF
FEDERAL REGULATIONS (CFR) Title 49, INTERNATIONAL MARITIME DANGEROUS GOODS CODE
(IMDG), AND THE INTERNATIONAL AIR TRANSPORT ASSOCIATION (IATA) DANGEROUS GOODS
REGULATIONS.

moow

om

LOCATION OF CUSHIONING ON TOP OF BATTERY (BATTERY TERMINALS BETWEEN THE CUSHIONING
BUNDLES)

NOTE: BATTERY IS CLASSIFIED AS WET, NON-SPILLABLE, ELECTRIC STORAGE, UN 2800
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